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STRUCTURAL DEMOLITION KEYNOTES <§##] GENERAL NOTES
ALL STRUCTURAL DEMOLITION TO BE COORDINATED WITH WORK IDENTIFIED IN STRUCTURAL DRAWINGS  A. THE DEMOLITION OF ANY WALL OR PARTITION SHALL INCLUDE THE DEMOLITION OF DOORS, DUCTWORK, PIPES, ELECTRICAL

(TEMPORARY SHORING, SUPPORTING FRAMING AND LINTELS, UNDERPINNING, ETC.). STRUCTURAL CONDUITS, OUTLETS OR ELECTRICAL BOXES, TELEPHONE BOXES AND OTHER SUCH ITEMS CONTAINED WITHIN THE WALL,
DEMOLITION TO GENERALLY OCCUR IN CONJUNCTION WITH ASSOCIATED STRUCTURAL MODIFICATIONS. EXCEPT AS NECESSARY TO MAINTAIN SYSTEMS THAT NEED TO BE OPERATIONAL FOR OCCUPIED AREAS. UNLESS OTHERWISE
NOTED IN ALL CASES CONTRACTOR TO COORDINATE PHASING OF DEMOLITION TO MAINTAIN MEP/COMM. AND FIRE
S2. REMOVE EXISTING SLAB ON GRADE THROUGHOUT TERRACE LEVEL, EXCEPT WHERE NOTED PROTECTION SYSTEM COMPONENTS SERVING OCCUPIED SPACES OUTSIDE THE DEMOLITION ZONE. WHERE DEMOLISHED +
OTHERWISE. EXERCISE CARE REMOVING SLAB ON GRADE NEAR EXISTING COLUMNS AND WALLS. WALLS ABUT FLOORS, OTHER WALLS, OR CEILINGS TO REMAIN, REMOVE ALL TIES AND CONNECTING DEVICES.
DO NOT DAMAGE EXISTING FOUNDATIONS WHICH MAY BE PRESENT DIRECTLY ADJACENT TO AND/OR
BELOW EXISTING SLABS AT COLUMNS AND WALLS. B. THESE DRAWINGS SHOW EXISTING CONDITIONS AS CAN BE VIEWED OR AS INDICATED ON PREVIOUS CONTRACT DOCUMENTS
AVAILABLE. VERIFY EXISTING CONDITIONS AND DIMENSIONS. NOTIFY ARCHITECT OF ALL CONFLICTS IMMEDIATELY. "

S8. REMOVE PORTIONS OF EXISTING WALL CONSTRUCTION AS DIRECTED BY STRUCTURAL ENGINEER

FOR EVALUATION OF EXISTING STRUCTURAL SUPPORT CONDITIONS. C. REPAIR/PATCH OPENINGS IN WALLS, PARTITIONS, FLOORS AND CEILINGS THAT ARE EXISTING OR WHERE DEMOLITION OCCURS OD_U_ﬁO_ restoration collaborative
AS NECESSARY TO MAINTAIN CODE AND FIRE RATING REQUIREMENTS.

THE FOLLOWING KEYNOTES ARE FOR INFORMATION ONLY AND ARE NOT INCLUDED IN THE SCOPE OF

WORK PACKAGE 1. DEMOLITION AND ASSOCIATED STRUCTURAL MODIFICATIONS TO BE ISSUED IN D. EXISTING FINISHES TO BE REMOVED SHALL HAVE THE ORIGINAL SUBSTRATE PREPARED TO RECEIVE NEW FINISHES.
FUTURE WORK PACKAGE(S): Hammel, Green and Abrahamson, Inc.
E. PROVIDE SAFE MEANS OF EGRESS THROUGH AND/OR AROUND THE BUILDING AND/OR SITE AT ALL TIMES. THE CONTRACTOR Architecture | Engineering | Planning
S1. REMOVE PORTION OF EXISTING BEARING WALL FOR NEW OPENING. SEE STRUCTURAL SHALL MAINTAIN FOR TENANT USE A CORRIDOR SYSTEM THAT CONNECTS THE EAST, WEST, AND NORTH CAMPUS TUNNELS AS
FOR SHORING AND LINTEL INFORMATION. WELL AS ANY EXIT PATH REQUIRED BY THE AHJ FOR THE TERRACE LEVEL OCCUPIED SPACES. MINIMUM DIMENSIONS OF THIS 420 5th Street North, Suite 100
CORRDIOR SHALL BE REVIEWED WITH THE OWNER. REVIEW EGRESS PLAN WITH AUTHORITY HAVING JURISDICTION. Minneapolis, Minnesota 55401
S3. REMOVE EXISTING BEARING WALL. SEE STRUCTURAL FOR SHORING AND FRAMING Telephone 612.758.4000
INFORMATION. F. AVOID DISRUPTION TO ADJACENT FLOORS/AREAS AS MUCH AS POSSIBLE. KEEP NOISE TO A LEVEL ACCEPTABLE TO THE o
OWNER BY SCHEDULING EXCESSIVE NOISE TASKS WITH OWNER. ALL SAW-CUTTING AND NOISE/VIBRATION PRODUCING Facsimile 612.758.4199
S4. REMOVE EXISTING FLOOR STRUCTURE. SEE STRUCTURAL FOR SHORING AND FRAMING CONSTRUCTION TO BE SCHEDULED WITH OWNER AS NOT TO INTERFERE WITH WORK ACTIVITIES. THIS MAY REQUIRE AFTER
INFORMATION. HOUR WORK. Schooley Caldwell Associates, Inc.
S5. REMOVE EXISTING ELEVATOR PIT. G. PROVIDE DUST CONTROL BETWEEN CONSTRUCTION AREAS AND OCCUPIED AREAS AT ALL TIMES. COORDINATE WITH OWNER. Architects | Engineers
Planners | Interior Designers
S6. REMOVE EXISTING COLUMN. SEE STRUCTURAL FOR SHORING AND FRAMING H. ALL SHUTDOWNS OF MECHANICAL, SPRINKLER, FIRE ALARM AND/OR ELECTRICAL SYSTEMS SHALL BE COORDINATED WITH 300 Marconi Boulevard
INFORMATION. OWNER. Columbus, Ohio 43215
S7. REMOVE EXISTING SLAB ON GRADE AND EXCAVATE FOR ELEVATOR PIT. SEE STRUCTURAL J. PROVIDE FIRE EXTINGUISHERS PER CODE AT ALL TIMES THROUGHOUT CONSTRUCTION AREA. Telephone 614.628.0300
FOR UNDERPINNING INFORMATION. Facsimile 614.628.0311
K. REFER TO MECHANICAL, PLUMBING AND ELECTRICAL DRAWINGS FOR ADDITIONAL DEMOLITION NOTES. |
DEMOLITION PLAN SYMBOL DESIGNATIONS

L. EXTREME CARE SHALL BE TAKEN TO ENSURE THAT ALL REMAINING BUILDING FABRIC SHALL NOT BE DAMAGED DURING THE

WORK. PROTECT ALL SUCH ITEMS INCLUDING PLASTER, GLASS, STONE, METALS, WOODS, RAILINGS, PILASTERS, WALL BASE,
EXISTING CONSTRUCTION TO REMAIN STEPS, FLOORS, EXTERIOR WALLS, DECORATIVE STRUCTURES, DOORS, FRAMES, CASEWORK, DOORS, WINDOWS, CASINGS,
MARBLE WALLS, MARBLE WAINSCOTS, MURALS, AND OTHER SUCH ITEMS. ARCHITECT MUST APPROVE PROTECTION METHODS
BEFORE DEMOLITION OCCURS, AND PRIOR TO BEGINNING ANY OTHER WORK BY ANY CONTRACTOR.

PARTITIONS, DOORS, WINDOWS, CASEWORK ETC. TO REMOVE

M. ALL ITEMS NOTED TO BE SALVAGED SHALL BE CAREFULLY REMOVED, DISASSEMBLED, NUMBERED, ORGANIZED, AND
S

T CMU WALLS TO REMOVE TRANSPORTED TO A DESIGNATED STORAGE AREA BY THE CONTRACTOR RESPONSIBLE TO REINSTALL THE WORK. ALL
it SALVAGED ITEMS SHALL BE LABELED AND ORGANIZED TO INDICATE THEIR ROLE AND LOCATION WITHIN THE COMPLETED
S WORK. CRATE AND PROTECT AS REQUIRED ALL BREAKABLE ITEMS, INCLUDING GLASS, MARBLE, LIGHT FIXTURES, AND OTHER

HEHHHRH CLAY TILE WALLS TO REMOVE SUCH ITEMS.

N. ALL ITEMS INDICATED TO BE TURNED OVER TO THE OWNER SHALL BE PROTECTED, LABELED AND COORDINATED WITH OWNER
FOR TURN OVER TO THE OWNER.

P. (STRUCTURAL NOTE): THE STRUCTURE IS INTENDED TO BE SELF-SUPPORTING AND STABLE ONLY AFTER BOTH THE
DEMOLITION AND NEW WORK IS FULLY COMPLETED. IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE THE
DEMOLITION PROCEDURES AND SEQUENCING REQUIRED TO INSURE THE STABILITY OF THE BUILDING AND ITS COMPONENT
PARTS DURING AND AFTER THE DEMOLITION WORK IS COMPLETED. THIS INCLUDES PROVIDING ANY REQUIRED SHORING,
SHEETING, TEMPORARY BRACING, GUYS OR TIES DOWNS. SUCH MATERIALS SHALL REMAIN THE CONTRACTOR'S PROPERTY
AFTER COMPLETION OF THE PROJECT.

Q. (STRUCTURAL NOTE): EXISTING STRUCTURES ARE INDICATED BASED UPON INFORMATION OBTAINED FROM EXISTING
DRAWINGS OBSERVATION. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO FIELD VERIFY PRIOR TO DEMOLITION THE
STRUCTURAL INTEGRITY OF THE EXISTING CONDITIONS AND TO NOTIFY THE ARCHITECT IF ADVERSE CONDITIONS ARE
ENCOUNTERED.

R. REMOVAL AND DISPOSAL OF EXISTING OFFICE FURNITURE, FURNITURE SYSTEMS,FILE CABINETS, EQUIPMENT, ETC. BY OWNER.
ANY FURNITURE FOUND DURING DEMOLITION SHALL BE TURNED OVER TO THE OWNER

S. COMPLETELY REMOVE ALL INTERIOR FINISHES IN ALL ROOMS AND SPACES UNLESS OTHERWISE NOTED. TO INCLUDE, BUT NOT
LIMITED TO, CHAIR RAILS, VINYL BASE, VAT, RESILIENT FLOORING (I.E. LINOLEUM, RUBBER, VCT), CARPETING, PADS, TACK
STRIPS, GLUES AND ALL OTHER CONNECTING DEVICES. PAINT SHALL NOT BE REMOVED FROM ORIGINAL STONE WALLS.

DEMOLITION PLAN KEYNOTES < ##]
1. REMOVE AND DISPOSE OF EXISTING DOOR, FRAME AND HARDWARE.

2. REMOVE AND DISPOSE OF WINDOW & FRAME.

3. DEMO EXISTING WALL AS REQUIRED FOR INSTALLATION OF NEW DOOR.

4. REMOVE AND DISPOSE OF EXISTING RECESSED FIRE HOSE CABINET OR FIRE EXTINGUISHER CABINET.
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5. ROOM TO REMAIN OCCUPIED DURING PORTION OF CONSTRUCTION. NO DEMOLITION WORK TO OCCUR
WITHIN THIS ROOM UNTIL VACATED BY TENANT AND APPROVED FOR CONSTRUCTION BY OWNER.
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6. DEMO TRENCH, COORDINATE WITH REMOVAL OF MECHANICAL, ELECTRICAL AND PLUMBING.
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7. SEE ELECTRICAL DRAWINGS FOR COORDINATION OF WALL REMOVAL IN THIS AREA.

8. REMOVE AND SALVAGE EXISTING DOOR, FRAME AND HARDWARE. DOOR AND FRAME SALVAGE
INCLUDES ALL TRIM, CASINGS, HARDWARE, ETC AS REQUIRED FOR A COMPLETE INSTALLATION IN NEW
WORK.

MATCHLINE - AREA C

FREEZER
B23B.2 REFRI

10. REMOVE AND SALVAGE EXISTING DOOR HARDWARE, DEMO EXISTING DOOR AND FRAME.

11. REMOVE AND DISPOSE OF EXISTING FLUSH VALVES AND FAUCETS.

TOILET

| B23L |
HALL KITCHEN OFFICE

[B23D] B238 [B23K] HALL

B23M

12. CONSTRUCTION LIMIT LINE. NO WORK IN TUNNEL BEYOND THIS LINE. B A

13. EXISTING WALL TO REMAIN.
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| m 9. DEMO EXISTING DOOR PANEL, EXISTING FRAME TO REMAIN.
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; {B23P] | 14. REMOVE AND DISPOSE OF EXISTING SINK. SEE PLUMBING FOR ADDITIONAL INFORMATION. KEY PLAN
| 15. REMOVE AND DISPOSE OF EXISTING SERVICE SINK. SEE PLUMBING FOR ADDITIONAL INFORMATION. V
|
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RECEIVING CLOSET SERVERY [ B24D |
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16. REMOVE AND DISPOSE OF EXISTING DRINKING FOUNTAIN.
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17. REMOVE AND DISPOSE OF ALL EXISTING PLUMBING FIXTURES, TOILET PARTITIONS, AND TOILET ROOM

, , W W ACCESSORIES IN THIS ROOM.
OCCUPIED|SPACE, NO DEMOLITION WITHIN BOUNDARY LINE W |
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18. FOR INFORMATION ONLY: DEMO OPENING ABOVE FOR INSTALLATION OF NEW PRISM LAY LIGHT IN
FUTURE WORK PACKAGE.
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19. FOR INFORMATION ONLY: ELEVATORS TO BE DEMOLISHED IN FUTURE WORK PACKAGE. NIC

20. REMOVE AND SALVAGE EXISTING METAL LOCKERS. Vo - BN - &
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[ MECH SHAFT
21. EXISTING STAIRS TO REMAIN.
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& Preserving our past.
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Preparing our future, &
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23. REMOVE AND DISPOSE OF EXISTING CONC. EQUIPMENT PAD. IF CONC. PAD IS INTEGRAL TO THE i w.g.__u_zoﬁ,,n,mmww.\.t
- - - - - - - - - EXISTING CONC. TOPPING OR SLAB ON GRADE, REMOVE PORTION OF CONC. TOPPING OR SLAB AS ——

REQUIRED TO PATCH. PATCH EXISTING FLOOR AS REQUIRED FOR FLUSH CONCRETE FLOOR.

.

22. REMOVE AND SALVAGE EXISTING STONE BASE IN THIS ROOM.
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DISHWASHIN ¢ .
,
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LOUVERS TO INSTALL NEW WINDOWS. N.I.C.

25. FOR INFORMATION ONLY: IN FUTURE WORK PACKAGE, REMOVE EXISTING EXTERIOR MASONRY FOR
INSTALLATION OF NEW WINDOW. SALVAGE EXTERIOR STONE. N.I.C.

26. REMOVE GLAZED BLOCK WALL, PROTECT STONE PIER TO REMAIN.

=3

27. DEMOLISH INFILL PARTITION WALL, EXISTING STONE WALL TO REMAIN.

7 HALL 28. REMOVE AND DISPOSE OF EXISTING STAIR, STEPS, RAMPS, RAILINGS.

o RECYCLING/DISH RETURN | , | B24L.7

B24A ﬁ 7

29. REMOVE AND SALVAGE EXISTING STONE SHELF FOR REUSE IN NEW CONSTRUCTION.

30. REMOVE AND DISPOSE OF EXISTING PARTITION. REMOVE ALL DOORS, DOOR FRAMES, AND WINDOWS

[ [ , , [ [ WITHIN REFERENCED PARTITION.
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31. CONCRETE PLATFORM TO REMAIN.

32. EXISTING ACCORDION DOOR TO REMAIN.

33. REMOVE PORTION OF EXISTING PARTITION AS REQUIRED FOR NEW OPENING.
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34. REMOVE AND DISPOSE OF ALL OR A PORTION OF EXISTING WALL AS REQUIRED TO ACCESS THE
MECHANICAL SHAFT FOR DUCT REPLACEMENT. SEE MECHANICAL FOR ADDITIONAL INFORMATION.

OCCUPIED SPACE, NO DEMOLITION WITHIN BOUNDARY LINE
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T - N - - - - - - - - -
|
|
|
,

T.._...I

R

[y
c
o
@
rm
)
=
Z
=z
®
-

MECHANICAL MECH \SHAFT
B26 [ B26E |

35. REMOVE AND SALVAGE EXISTING CAFE SIGN, HANGING BRACKET & ASSOCIATED HARDWARE, FOR
RE-INSTALLATION IN NEW WORK.

| |  LB22D BoaC MENS_TOILET

Saint Paul, MN 55155
STATE PROJECT NUMBER - 02CB0015

Preservation

75 Rev Dr. Martin Luther King Jr Blvd

|
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b , MECH (SHAFT STORAGE
| |
36. PROTECT EXISTING STAIR, STEPS, FRAMING, RAILING AND HAND RAIL.

37. ARCHITECT AND OWNER TO REVIEW THIS SPACE WITH CONTRACTOR PRIOR TO DEMOLITION. SPECIFIC
ITEMS TO BE PROTECTED AND SALVAGED WILL BE IDENTIFIED. PROTECT ALL PLASTER WALLS,
CEILING, AND CROWN MOLDING, INCLUDING WHERE COVERED BY FINISHES TO BE REMOVED. DO NOT
REMOVE PAINT FROM PLASTER FINISHES. SEE SHEETS 1/024119 AND 2/024119 OF SPECIFICATIONS
APPENDIX 3 FOR ADDITIONAL INFORMATION.
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38. PROTECT MURAL.

Minnesota State Capitol
Repairs, Restoration, &

s

39. ARCHITECT AND OWNER TO REVIEW THIS SPACE WITH CONTRACTOR PRIOR TO DEMOLITION AND
SPECIFIC ITEMS TO BE PROTECTED AND SALVAGED WILL BE IDENTIFIED. PROTECT ALL PLASTER
WALLS, CEILINGS, AND CROWN MOLDING. DO NOT REMOVE PAINT FROM PLASTER FINISHES.
PROTECT MURAL AT NORTH WALL OF ROOM AND MILLWORK ON EAST WALL OF ROOM. SEE SHEET
3/024119 OF SPECIFICATIONS APPENDIX 3 FOR ADDITIONAL INFORMATION. | HEREBY CERTIFY THAT THIS PLAN,

SPECIFICATION OR REPORT WAS PREPARED

40. REMOVE SHEET PANELING AND ACOUSTICAL PANELS, INCLUDING ANY GLUE, BLOCKING, AND BY ME OR UNDER MY DIRECT SUPERVISION

CONNECTING DEVICES CONCEALED BY THE PANELS. AND THAT | AM A DULY LICENSED
ARCHITECT UNDER THE LAWS OF THE
41, DO NOT DEMO RAMP/FLOOR SLAB IN THIS AREA. STATE OF MINNESOTA
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42. ROOM TO BE OCCUPIED FOR A PERIOD OF TIME DURING CONSTRUCTION. PHASING TO BE
COORDINATED.
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HALL/VENDING

NAME: MICHAEL BJORNBERG
B26B

DATE: JUNE 14,2013
REGISTRATION NUMBER: 16901
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f TERRACE LEVEL
f f AREA G
DEMOLITION
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TERRACE LEVEL AREA C DEMOLITION PLAN
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